
UDM-4K22
21,000 lumens, 4K UHD, 3-chip DLP large venue projector

b Lightest 22K laser projector in
the market 

b High residual value thanks to
rugged design 

b Remote fleet management and
connectivity with Barco
Insights 

b Unified Pulse electronics with
Single Step Processing
    

While the compact and light-weight design of the UDM-4K22 saves you lots of
installation time and reduces shipping and labor costs, it never compromises on
the quality or brightness of your projection. The UDM-4K22 features 4K UHD
resolution and 21,000 lumens light output to deliver impactful 4K experiences
with mind-blowing colors. The UDM projector offers the widest color spectrum
for 22K laser phosphor projection on the market outperforming the Rec. 709
color space.

Operational efficiency
Lift your creativity to unprecedented levels with the widest lens shift on the market and an extensive

list of other peripherals which will facilitate a smooth installation and integration of the projector in

your setup. Barco’s unique FLEX2 feature allows you to tune and lock the brightness level or resolution

for a specific show. The modular design supports fast maintenance and easy serviceability in the field.

Pulse Electronics
With the Barco Pulse proprietary Single Step Processing technology warping, scaling and 4K UHD

processing is done in only one step. The result? Razor-sharp images, market leading lowest latency,

and less dark time than comparable solutions.

Connectivity
The Insights Dashboard and remote log file access enables faster and more effective troubleshooting.

Manage the brightness settings of your projector fleet and keep track of operating conditions

anywhere and anytime through a secured cloud-based platform and integrated 3G connectivity.

Long lifetime
Thanks to its robustness and the smart material choices, you can trust UDM to withstand the

endurances of life on the road. With the laser phosphor light source, lamp-related costs and

maintenance as well as image flicker, belong to the past. Barco’s outstanding integrated laser cooling

prevents overheating and the Constant Light Output functionality guarantees constant brightness and

color across the projector's lifetime.



PRODUCT SPECIFICATIONS UDM-4K22

Projector type 4K UHD 3-chip DLP digital projector

Technology 0.9' DMDTM x3

Resolution 3,840 x 2,400

Brightness 21,000 (WQ) center lumens / 19,000 (WQ) ansi lumens 20,000 (4K UHD) center lumens / 18,000 (4K
UHD) ansi lumens

Contrast ratio 2200:1

Brightness uniformity 95%

Aspect ratio 16:10

ScenergiX horizontal and vertical edge blending

Lens type TLD+

Lens range TLD+ 0,37; 0,65-0,85; 0.73:1 ; 1.2:1 ; 0,8-1,16; 1,25 -1.6:1 ; 1.5-2.0:1 ; 2.0-2.8:1 ; 2.8-4.5:1 ; 4.5-7.5:1 ;
7.5-11.5:1

Optical lens shift Vert -130%+130%; Hor +/-50% on zoom lenses memorized

Color correction P7

Light source Laser phosphor

Light source lifetime 20,000 hrs

Orientation 360°

Processing Pulse Electronics

CLO (constant light output) Standard

Weight 50 kg (TBD)

Dimensions 740 x 570 x 360 mm (TBD)

Noise Level 49 dB (TBD)

Power Use regular power socket

Warranty 3 years
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